
W
a

x0
1

W
a

x0
2

B
11

0
T

I

W
R

0
1

B
11

0
C

R

R
e

s0
1

R
e

sU

B
11

0
C

U

R
e

s0
5

D
11

0
C

D
11

0
A

R
e

sT
-D

R

R
e

s0
6

W
a

x0
3

-*

W
R

0
2

-*

R
e

s0
2

-

R
e

s0
2

-2
/3

R
e

s0
3

-1

R
e

s0
6

-2

M
a

te
ri

a
l c

o
m

p
a

tib
ili

ty
 

Self-adhesive labels and seals:

Polyester Premium 1597, 3618, 1113, 1116, 1119, 3818, 2056, 3178, 3418, 2223 + + + + + +

Polyester Econom 1114, 2216, 1112, 1115, 1120, 2218 + + + + + + + +

Polyester resistant to chemicals 3808, 3478, 3978 + + + +

Polyester resistant to acetone 2211,2212 +

Polyester dark color 1118, 1133, 31186 +

Polyester with a hidden text 3668, 30796, 2215, 3283, 1132, 1130, 1131 + + + + + +

Sealing vinyl 1134, 1135, 3316 + + +

Polyimide 5185, 5187, 5395 +

Glossy polypropylene 1163, 415702, 410005, 41544 + + + + + + +

Synthetic paper (YUPO) 1161, 111Y + + + + + + +

Paper 420002 + + + + + + +

Tags:

Tags Tmark +

Polypropylene 175V + + +

Polyimide 5016,5216 + +

Nomex 5056,5156 +

Cable marking:

Nylon 5203 +

Polyimide 5146,5746 +

Self-laminating markers (vinyl) 7000 + + + +

Heat-shrinkable tubes BG-2P, RM-2P +

Heat-shrinkable tubes NG-3P + +

Heat-shrinkable tubes Deray-MTSR, FTTM + + +

Textile tapes + + + + +

R
e

si
st

a
n

ce
 To moisture and solvents of medium aggressiveness + + + + + + + + + + + + + + +

To extremely aggressive solvents (acetone, diesel fuel, brake fluid, etc.) + ++ + + ++

To abrasives and scratches + + + + + + + + + + + + + + +

To Stone-washing technology + +

To extremely high temperature (on materials of appropriate characteristics) + + + +

P
ri

n
t Colors intensity, opacity + + + + ++ + + + + + + +

High resolution image + + + + + +

Large printing area + + + ++ + + + + + +

T
yp

e
 

For printers with near-edge printhead + +

For printers with flat printhead + + + + + + + + + + + + + + + + + + +


